


TECHNICAL SPECIFICATIONS

I40F SIDE VIEW DIAGRAM

I40F

45'/13,7 m

30'/9,1 m

600 lbs/272 kg

40x60 in/102x152 cm

Insulated Top-Mount

3,650 lbs/1656 kg

46kV Category C

3

11’4”/3.5 m

16,800 lbs/7620 kg

12’/3,6 m

8’/2,4 m

 10,000 lbs/4536 kg

 19,000 lbs/8618 kg

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Maximum Platform Height:

Working Range: 

Work Platform:

Platform Leveling System: 

Platform Controls:

Lower Controls:

Outrigger Controls:

Outriggers: 

Frame:

Turret:

Rotation: 

Boom:

Boom Extension:

Lift:

Cylinders:

Hoses: 

Oil Tank Capacity: 

Hydraulic System: 

Pump:

PTO: 

Cab Equipment:

Operators Manual & Video:

Installation: 

Standard Paint:

Bumper:

Weight: 

Truck Chassis Required:

Options: 
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Elliott Equipment Company reserves the right to change the speci�cation of any unit at any time without prior notice. This brochure is only a 
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TECHNICAL SPECIFICATIONSHIREACH - I40F

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Radio Remote Control

Material Handling Jib

MH Outriggers With Shortjacking

Outrigger Pad Holders

Bed Accessories

Platform Accessories

Outrigger Extensions

Line Body

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

CHASSIS DATA

OPTIONS

I40F

Wheelbase (WB) 187” / 475 cm 

Cab to Axle (CA) 120” / 305 cm 

Cab to End of Frame (EOF 220” / 559 cm 

Frame Section Modulus 9.0 in3 / 110,000 psi 

Front Axle Gross Weight Rating 10,000 lb / 4536 kg 

Rear Axle Gross Weight Rating 19,000 lb / 8618 kg 

Extended Front Frame Not Required 

Chassis data is minimum general requirements-not for engineering.
Actual dimensions and truck data will depend on truck selection and axle configuration.
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TECHNICAL SPECIFICATIONS

I50 SIDE VIEW DIAGRAM

I50

55' / 16,8 m

40' / 12,2 m

600 lbs / 272 kg

40”x 60” / 102 x 152 cm

Insulated Top-Mount

 3,650 lbs / 1656 kg

46kV Category C

3

11’6” / 3,4 m

11,500 lbs / 5216 kg

12'6” / 3,8 m

8’ / 2,4 m

 10,000 lbs / 4536 kg

 19,000 lbs / 8618 kg

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Maximum Platform Height:

Working Range: 

Work Platform:

Platform Leveling System: 

Platform Controls:

Lower Controls:

Outrigger Controls:

Outriggers: 

Frame:

Turret:

Rotation: 

Boom:

Boom Extension:

Lift:

Cylinders:

Hoses: 

Oil Tank Capacity: 

Hydraulic System: 

Pump:

PTO: 

Cab Equipment:

Operators Manual & Video:

Installation: 

Standard Paint:

Bumper:

Weight: 

Truck Chassis Required:

Options: 
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TECHNICAL SPECIFICATIONSHIREACH - I50

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Radio Remote Control

Material Handling Jib

MH Outriggers With Shortjacking

Outrigger Pad Holders

Bed Accessories

Platform Accessories

Outrigger Extensions

Line Body

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

CHASSIS DATA

OPTIONS

I50

Wheelbase (WB) 187” / 475 cm 

Cab to Axle (CA) 120” / 305 cm 

Cab to End of Frame (EOF 220” / 559 cm 

Frame Section Modulus 9.0 in3 / 110,000 psi 

Front Axle Gross Weight Rating 10,000 lb / 4536 kg 

Rear Axle Gross Weight Rating 19,000 lb / 8618 kg 

Extended Front Frame Not Required 

Chassis data is minimum general requirements-not for engineering.
Actual dimensions and truck data will depend on truck selection and axle con�guration.
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TECHNICAL SPECIFICATIONS

I60F SIDE VIEW DIAGRAM

I60F

65' / 19,8 m

52' / 15,8 m

600 lbs / 272 kg

40” x 60” / 102 x 152 cm

Insulated Top-Mount

 3,650 lbs / 1656 kg

46kV Category C

3

11’5” / 3,4 m

16,800 lbs / 7620 kg

18' / 5,5 m

8’ / 2,4 m

 13,000 lbs / 5897 kg

 20,000 lbs / 9072 kg

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Maximum Platform Height:

Working Range: 

Work Platform:

Platform Leveling System: 

Platform Controls:

Lower Controls:

Outrigger Controls:

Outriggers: 

Frame:

Turret:

Rotation: 

Boom:

Boom Extension:

Lift:

Cylinders:

Hoses: 

Oil Tank Capacity: 

Hydraulic System: 

Pump:

PTO: 

Cab Equipment:

Operators Manual & Video:

Installation: 

Standard Paint:

Bumper:

Weight: 

Truck Chassis Required:

Options: 

TECHNICAL SPECIFICATIONS

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

Elliott Equipment Company reserves the right to change the speci�cation of any unit at any time without prior notice. This brochure is only a 
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TECHNICAL SPECIFICATIONSHIREACH - I60F

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Radio Remote Control

Material Handling Jib

MH Outriggers With Shortjacking

Outrigger Pad Holders

Bed Accessories

Platform Accessories

Outrigger Extensions

Line Body

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

CHASSIS DATA

OPTIONS

I60F

Wheelbase (WB) 223” / 556 cm 

Cab to Axle (CA) 156” / 396 cm 

Cab to End of Frame (EOF 266” / 676 cm 

Frame Section Modulus 13.3 in3 / 110,000 psi 

Front Axle Gross Weight Rating 13,000 lb / 5897 kg 

Rear Axle Gross Weight Rating 20,000 lb / 9072 kg 

Extended Front Frame Required for Front Stabilizer 

Chassis data is minimum general requirements-not for engineering.
Actual dimensions and truck data will depend on truck selection and axle con�guration.
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TECHNICAL SPECIFICATIONS

I70F SIDE VIEW DIAGRAM

I70F

75' / 23 m

61' / 18,6 m

600 lbs / 272 kg

40” x 60” / 102 x 152 cm

Insulated Top-Mount

 3,650 lbs / 1656 kg

46KV Category C

4

11’5” / 3,4 m

17,600 lbs / 7983 kg

18' / 5,4 m

8’ / 2,4 m

 13,000 lbs / 5897 kg

 20,000 lbs / 9072 kg

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Maximum Platform Height:

Working Range: 

Work Platform:

Platform Leveling System: 

Platform Controls:

Lower Controls:

Outrigger Controls:

Outriggers: 

Frame:

Turret:

Rotation: 

Boom:

Boom Extension:

Lift:

Cylinders:

Hoses: 

Oil Tank Capacity:

Hydraulic System: 

Pump:

PTO: 

Cab Equipment:

Operators Manual & Video:

Installation: 

Standard Paint:

Bumper:

Weight: 

Truck Chassis Required:

TECHNICAL SPECIFICATIONS
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TECHNICAL SPECIFICATIONSHIREACH - I70F

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Radio Remote Control

Material Handling Jib

MH Outriggers With Shortjacking

Outrigger Pad Holders

Bed Accessories

Platform Accessories

Outrigger Extensions

Line Body

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

CHASSIS DATA

OPTIONS

I70F

Wheelbase (WB) 235” / 597 cm 

Cab to Axle (CA) 168” / 427 cm 

Cab to End of Frame (EOF 293” / 744 cm 

Frame Section Modulus 13.3 in3 / 120,000 psi 

Front Axle Gross Weight Rating 13,000 lb / 5897 kg 

Rear Axle Gross Weight Rating 20,000 lb / 9072 kg 

Extended Front Frame Required for Front Stabilizer 

Chassis data is minimum general requirements-not for engineering.
Actual dimensions and truck data will depend on truck selection and axle con�guration.
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TECHNICAL SPECIFICATIONS

I85F SIDE VIEW DIAGRAM

I85F

90' / 27,4 m

59' / 18 m

600 lbs / 272 kg

40 x 60 in / 102 x 152 cm

Insulated Top-Mount

 3,650 lbs / 1656 kg

46KV Category C

4

11’8” / 3,5 m

18,500 lbs / 8391 kg

18' / 5,4 m

8’ / 2,4 m

 14,000 lbs / 6350 kg

 40,000 lbs / 18 144 kg

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Maximum Platform Height:

Working Range: 

Work Platform:

Platform Leveling System: 

Platform Controls:

Lower Controls:

Outrigger Controls:

Outriggers: 

Frame:

Turret:

Rotation: 

Boom:

Boom Extension:

Lift:

Cylinders:

Hoses: 

Oil Tank Capacity:

Hydraulic System: 

Pump:

PTO: 

Cab Equipment:

Operators Manual & Video:

Installation: 

Standard Paint:

Bumper:

Weight: 

Truck Chassis Required:

TECHNICAL SPECIFICATIONS

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

Elliott Equipment Company reserves the right to change the speci�cation of any unit at any time without prior notice. This brochure is only a 
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TECHNICAL SPECIFICATIONSHIREACH - I85F

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com



Radio Remote Control

Material Handling Jib

MH Outriggers With Shortjacking

Outrigger Pad Holders

Bed Accessories

Platform Accessories

Outrigger Extensions

Line Body

Phone: 402-592-4500

Fax: 402-592-4553

Email: sales@elliottequip.com

CHASSIS DATA

OPTIONS

I85F

Wheelbase (WB) 236” / 600 cm 

Cab to Axle (CA) 168” / 427 cm 

Cab to End of Frame (EOF 315” / 800 cm 

Frame Section Modulus 16.6 in3 / 120,000 psi 

Front Axle Gross Weight Rating 14,000 lb / 6350 kg 

Rear Axle Gross Weight Rating 40,000 lb / 18 144 kg 

Extended Front Frame Required for Front Stabilizer 

Chassis data is minimum general requirements-not for engineering.
Actual dimensions and truck data will depend on truck selection and axle con�guration.

TECHNICAL SPECIFICATIONSHIREACH - I85F


