Hydro-Spade 400/600/800 Trailer

Product Specifications

Tank

400/ 600 / 800 usg debris tank

Flanged and dished ASME style heads

Full opening rear door

Hydraulic Open/Close/Latch or Manual single point closure

Primary shutoff

Telescopic hoist (larger tank)

Side mount hydraulic hoist cylinders

4" suction valve and 4" - 6" discharge valves, installed in
rear door

Chassis

10,400 lbs - 18,000 Lbs GVRW tandem axle chassis

Electric brakes both axles

HD Tube frame with channel cross braces and wiring conduits

Teardrop style fenders, step up pads

Checker plate decking

8,000 lbs - 12,000 lbs drop leg jack

Pintle or ball

Safety chains

Drive

50 - 75+ hp diesel

Complete drive line enclosure with front access doors and rear
service panel

Controls

Curbside in cabinet

Simply built. Simply better.
Contact us at:
info@hydrospade.com ¢ 519.448.1190 ¢ hydrospade.com
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Hydraulic

Gear pump

12V Hyd valve

Blower

550 - 1200 cfm

15 hg

Silencer

Relief valve

Spunbonded polyester washable filter cartridges

Washable final filter

Vac Boom

6-way hydraulic boom

Slew drive with safety switch

4" - 6" vac hose

4 ft extension

Wireless controls

Wired pendant control

3"-5"vac tube

Water System

4.5+gpm @ 2900+psi

Belt driven

Spring return hose reel

50 ft x 3/8 pressure hose

Stainless or HDPE water tanks

Optional

300,000 - 420,000 btu boiler

Winter antifreeze kit

Miscellaneous

Epoxy primer and polyurethane top coats

LED lighting

Reflectors & conspicuity tape

Manual

Hydro-Spade is a product of Hazeland Manufacturing Inc.
10 Highlander Street P.0. Box 722 St. George, Ontario NOE 1NO



